## ABOUT THE VEHICLE

Make: Chevrolet  
Model: Malibu  
Year: 2008-10

![Socosche App](https://example.com)

## STANDARD/OPTIONAL
- AM/FM/Multi Disc Player
- RDS/Mp3 Player
- 3.5mm/AUX
- Steering Wheel Controls

### FACTORY COLOR CODES

- 12v Battery (+): ?
- 12v Accessory (+): ?
- 12v Ground (-): ?
- 12v Amp Turn On (+): ?
- Illumination: ?
- Left Front Speaker (+): ?
- Left Front Speaker (-): ?
- Right Front Speaker (+): ?
- Right Front Speaker (-): ?
- Left Rear Speaker (+): ?
- Left Rear Speaker (-): ?
- Right Rear Speaker (+): ?
- Right Rear Speaker (-): ?

## SPEAKER NOTES

### Front Speakers:
- **Dash:** N/A
- **Pillar:** 1”
- **Upper Door:** N/A
- **Lower Door:** 6 1/2”
- **Speaker Adapter:** SAGMHR634
- **Speaker Harness:** TBA
- **Speaker Assembly:** (1) Phillips Head Screw

### Dimensions:

<table>
<thead>
<tr>
<th></th>
<th>Dash</th>
<th>Door</th>
</tr>
</thead>
<tbody>
<tr>
<td>L:</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>W:</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>D:</td>
<td>0.000</td>
<td>0.000</td>
</tr>
</tbody>
</table>

### Rear Speakers:
- **Upper Door:** N/A
- **Lower Door:** N/A
- **Side Panel:** N/A
- **Rear Deck:** 6X9”
- **Speaker Adapter:** N/A
- **Speaker Harness:** TBA
- **Speaker Assembly:** (4) Phillips Head Screws

### Dimensions:

<table>
<thead>
<tr>
<th></th>
<th>Door</th>
<th>Rear</th>
<th>Sub</th>
</tr>
</thead>
<tbody>
<tr>
<td>L:</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>W:</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>D:</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
</tbody>
</table>

## APPLICATIONS

### Dash Type:
- Double Din

### Aftermarket Type:
- Single/Double Din

### Aftermarket Kits:
- Aftermarket Kit: GM1587B
- Aftermarket Kit: GM1599B

### Harness/Interface/Adapters:
- Radio Harness: GM13SR
- Antenna Adapter: CRAB/CRARB
- Blue Fusion/Bluetooth: TBA
- AUX / iPod Interface: TBA

### Other:
- Auxiliary / 3.5mm: On Radio
- USB Input: N/A
- Factory Amplifier: TBA

### FACTORY COLOR CODES
PRELIMINARY:
Disconnect the negative battery cable.

RADIO

1. With Panel Removal Tool, unsnap panel surrounding shifter and remove.
2. With Panel Removal Tool, unsnap panel surrounding upper vent.
3. Extract (2) 7mm hex head screws from panel surrounding radio.
4. Unsnap & remove radio surround panel.
5. Extract (6) 7mm hex head screws from radio & ac controls.
6. Unplug and remove radio.

PILLAR SPEAKERS

TBA.

FRONT DOOR SPEAKERS

1. With Panel Removal Tool, unsnap panel from behind door handle. and extract (1) 10mm bolt from door handle recess.
2. With Panel Removal Tool, remove rubber liner from armrest pocket and extract (2) T-25 torx bit Screws from armrest pocket.
3. Lift door control panel from rear to remove from door panel.
4. Extract (2) T-25 torx bit screws from inner door panel.
5. With pick tool, pop & remove pop retainers on rear face of door panel.
6. Unsnap perimeter of door panel including mirror panel, lift panel to clear door lock, unplug and remove door panel.
7. Extract (1) 7mm hex head screw from top of speaker, unplug and remove speaker.

REAR DECK SPEAKERS

1. Fold rear seats forward.
2. Extract (4) 13mm bolts from seat back retaining clips.
3. Unclip and remove side panels from rear deck.
4. Remove button retainers from rear deck panel.
5. Lift rear deck panel unplug and remove.
6. Extract (2) 7mm screws from rear speakers.
7. Lift from side of speaker with screw and unplug to remove.