**Make:** Ford  
**Model:** Edge  
**Year:** 2011-13

### Standard/Optional
- AM/FM/MP3 in-dash CD Player
- 3.5mm Aux/A/V/USB iPod input
- Satellite Radio
- MyFord Touch and SYNC
- Sony Audio System
- Steering Wheel Controls

### Applications

**Dash Type:** New Custom Dash  
**Aftermarket Type:** TBA  
**Aftermarket Kit:** TBA  
**Harness:** TBA  
**Antenna Adapter:** VWA3B  
**Amplifier Location:** Behind Sub Enclosure  
Underneath Right Rear  
Side Panel  
**Auxiliary Input:** Inside Center Console

### Factory Color Codes

<table>
<thead>
<tr>
<th>Component</th>
<th>Color Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>(+) 12v Battery</td>
<td>Gray/Red</td>
</tr>
<tr>
<td>(+) 12v Accessory</td>
<td>Data</td>
</tr>
<tr>
<td>(-) 12v Ground</td>
<td>Black/Blue</td>
</tr>
<tr>
<td>(+) 12v Amp Turn On</td>
<td>N/A</td>
</tr>
<tr>
<td>Left Front Speaker (+)</td>
<td>White</td>
</tr>
<tr>
<td>Left Front Speaker (-)</td>
<td>White/Brown</td>
</tr>
<tr>
<td>Right Front Speaker (+)</td>
<td>White/Purple</td>
</tr>
<tr>
<td>Right Front Speaker (-)</td>
<td>White/Orange</td>
</tr>
<tr>
<td>Left Rear Speaker (+)</td>
<td>White/Green</td>
</tr>
<tr>
<td>Left Rear Speaker (-)</td>
<td>Brown/Yellow</td>
</tr>
<tr>
<td>Right Rear Speaker (+)</td>
<td>Brown/White</td>
</tr>
<tr>
<td>Right Rear Speaker (-)</td>
<td>Brown/Blue</td>
</tr>
</tbody>
</table>

### Speaker Notes

**Front Speakers**
- **A-Pillar Speaker:** 1” Tweeter
- **Lower Door:** 6X8”
- **Speaker Adapter:** SA68
- **Speaker Harness:** TBA
- **Speaker Assembly:** (4) T-20 torx securing speaker.
- **Dimensions:**
  - Tweeter: L: 1.56”, W: 1.56”, D: 0.73”
  - Speaker: L: 5.75”, W: 8.12”, D: 2.31”

**Rear Speakers**
- **Lower Door:** 6X8”
- **Speaker Adapter:** SA68
- **Speaker Harness:** TBA
- **Speaker Assembly:** (4) T-20 torx securing speaker.
- **Dimensions:**
  - Door: L: 5.68”, W: 8.00”, D: 2.75”
PRELIMINARY:
Disconnect the negative battery cable.

RADIO REMOVAL

1. Use PRT to unclip trim on both sides of shifter bezel and radio.
2. Unscrew (4) T-20 torx screws located around bezel.
3. Use PRT to unclip bottom of shifter bezel.
4. Unplug harness, use PRT to unclip shifter boot and remove.
5. Unscrew (6) 7mm securing radio face.
6. Pull out radio face unplug and remove.
7. Unscrew (4) 7mm bolts securing radio.
8. Pull radio out, unplug harness and antenna then remove.
9. Unscrew (4) 7mm bolts securing radio screen.

A-PILLAR SPEAKERS

1. Use PRT to unclip a-pillar panel, unplug tweeter harness and remove.
2. Use PRT to remove the tweeter from the a-pillar panel.

CENTER DASH SPEAKER

1. Use PRT to unclip center channel grill and remove.
2. Unscrew (2) 7mm bolts securing speaker, unplug and remove.
3. Unclip top door grip trim, remove (1) 10 mm bolt located under trim.
4. Use PRT to unclip window switch, unplug harness and remove.
5. Unscrew (1) 10mm bolt located under window switch panel.
6. Use PRT to unclip door panel and remove.
7. Unscrew (4) T-20 torx screws securing speaker.
8. Unplug harness and remove speaker.

FRONT DOOR SPEAKERS

1. Unscrew (1) phillips head screw located on the side of the door panel.
2. Unscrew (1) phillips head screw located on the bottom of the door panel.
3. Unclip top door grip trim, remove (1) 10 mm bolt located under trim.
4. Use PRT to unclip window switch, unplug harness and remove.
5. Unscrew (1) 10mm bolt located under window switch panel.
6. Use PRT to unclip door panel and remove.
7. Unscrew (4) T-20 torx screws securing speaker.
8. Unplug harness and remove speaker.
PRELIMINARY:
Disconnect the negative battery cable.

MAKE: Ford
MODEL: Edge
YEAR: 2011-13

REAR DOOR SPEAKERS

1. Use PRT to unclip cover behind grab handle.
2. Unscrew (1) 5.5mm screw.
3. Unscrew (2) phillip head screws located on the bottom of the door panel.
4. Use pick to remove screw cap cover, remove (1) phillips head screw.
5. Use PRT to unclip door panel.
6. Unclip window switch harness and remove door panel.
7. Unscrew (4) T-20 torx screws securing the speaker to the c-pillar panel and remove.
8. Unplug harness and remove speaker.

C-PILLAR SPEAKERS

1. Remove rear cargo cover.
2. Use PRT to unclip rear sill plate and remove.
3. Remove right storage bin.
4. Unscrew cargo net screw by hand.
5. Unscrew (1) T-45 torx seat belt bolt.
6. Use PRT to unclip rear side panel and remove.
7. Use PRT to unclip c-pillar panel, unplug speaker harness and remove panel.
8. Unscrew (2) T-10 torx screws securing the speaker to the c-pillar panel and remove.

SUBWOOFER

1. Remove rear cargo cover.
2. Use PRT to unclip rear sill plate and remove.
3. Remove right storage bin.
4. Unscrew cargo net screw by hand.
5. Unscrew (1) T-45 torx seat belt bolt.
6. Use PRT to unclip rear side panel and remove.
7. Use PRT to unclip subwoofer harness clip.
8. Unscrew (3) 10mm bolts securing the sub enclosure, unplug harness and remove.
9. Unscrew (1) 8mm bolt securing the sub located on the rear of the enclosure.
10. Unscrew (8) phillip head screws securing the sub to the enclosure and remove.

AMPLIFIER

1. Remove rear cargo cover.
2. Use PRT to unclip rear sill plate and remove.
3. Remove right storage bin.
4. Unscrew cargo net screw by hand.
5. Unscrew (1) T-45 torx seat belt bolt.
6. Use PRT to unclip rear side panel and remove.
7. Use PRT to unclip subwoofer harness clip.
8. Unscrew (3) 10mm bolts securing the sub enclosure, unplug harness and remove.
9. Unscrew (4) phillip head screws securing the sub to the wall, unplug harness and remove.