TUNERS / CASSETTE / DISC PLAYERS

<table>
<thead>
<tr>
<th>Мин</th>
<th>Стандарт</th>
<th>DIN</th>
<th>ISO DIN</th>
<th>Single Del DIN</th>
<th>RADIO EQ STACK</th>
</tr>
</thead>
<tbody>
<tr>
<td>CHASSIS H</td>
<td>1 1/2</td>
<td>2</td>
<td>2</td>
<td>2</td>
<td>3</td>
</tr>
<tr>
<td>CHASSIS W</td>
<td>2</td>
<td>3 1/2</td>
<td>7</td>
<td>7 1/2</td>
<td>3</td>
</tr>
<tr>
<td>CHASSIS D</td>
<td>7/8</td>
<td>7/8</td>
<td>7/8</td>
<td>7/8</td>
<td>3</td>
</tr>
<tr>
<td>SHAFT SP.</td>
<td>5/16</td>
<td>5/16</td>
<td>5/16</td>
<td>5/16</td>
<td>3</td>
</tr>
</tbody>
</table>

IN DASH APPLICATION NOTES

K² K³ K³f¹ K¹ K¹ K¹f¹

APPLICATION KIT MODEL: UI2000, NN3015

HARNESS ADAPTOR: NN02-1994, NN03-1995 ANTENNA ADAPTOR: NDA

IN-DASH INSTALLATION AREA DIMENSIONS

<table>
<thead>
<tr>
<th>MAXIMUM</th>
<th>MAX</th>
<th>WID</th>
<th>HT</th>
</tr>
</thead>
<tbody>
<tr>
<td>CAVITY</td>
<td>7&quot;</td>
<td>7&quot;</td>
<td>5&quot;</td>
</tr>
<tr>
<td>DASH OPENING</td>
<td>TYPE: DOUBLE DIN ^</td>
<td>8 1/2</td>
<td>4 1/4</td>
</tr>
<tr>
<td>DASH MATERIAL: PLASTIC</td>
<td>THICKNESS:</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

FOR MAX DEPTH: REMOVE REAR SUPPORT MODIFY CAVITY

AMPLIFIER/EQ MOUNTING LOCATIONS

<table>
<thead>
<tr>
<th>UNDER/DASH</th>
<th>UNDER SEAT</th>
<th>GLOVE BOX</th>
<th>TRUNK/CARGO</th>
</tr>
</thead>
<tbody>
<tr>
<td>10&quot; x 12 x 16&quot;</td>
<td>14&quot; x 4&quot; x 7&quot;</td>
<td>Various</td>
<td></td>
</tr>
</tbody>
</table>

Dimensions shown are inches. For inch/mm conversions refer to chart section. Vehicle illustration courtesy of NADA Used Car Guide.

NISSAN
1994-UP PATHFINDER
Utility

DASHBOARD - PILLAR
Factory Provisions: (Dash Pillar) ¾", Tweeter
Aftermarket: ¾", Tweeter

FRONT DOORS - W POWER WINDOWS
Factory Provisions: 5 x 7" with factory adapter
Aftermarket: 4", 5", 5 1/4", 6 1/4", K, 5 x 7"

PEAR GARGO AREA - CEILING
Factory Provisions: 5 x 7" with ¾", Tweeter
Aftermarket: ≥ ¾", K, 6 1/4", ≥ x 1 1/2

Note: Factory Tweeter replacements not recommended - extreme dimensional requirements. It is mounted behind headliner.

Note: Tweeter exists when equipped with premium sound system.

©
PRELIMINARY: DISCONNECT THE NEGATIVE BATTERY CABLE.

ANTENNA: THE FACTORY ANTENNA IS LOCATED ON THE RIGHT FRONT FENDER.

RADIO REMOVAL AND IN-DASH INSTALLATION:
NOTE: THE FACTORY STEREO PROVISION IS FOR A DOUBLE DIN STYLE RADIO. AN INSTALLATION KIT IS NECESSARY FOR ALL AFTERMARKET INSTALLATIONS. WE RECOMMEND THE USE OF A UI2000 KIT.
1. EXTRACT THE (2) SCREWS ABOVE THE HEATER CONTROLS SECURING THE RADIO BEZEL TO THE DASH.
2. CAREFULLY Pry OUT ON THE PERIMETER OF THE RADIO DASH BEZEL USING A PANEL REMOVAL TOOL TO RELEASE THE FASTENING CLIPS SECURING IT TO THE DASH UNPLUG ALL CONNECTORS AND REMOVE.
3. EXTRACT THE (4) SCREWS SECURING THE RADIO TO THE DASH, PULL THE RADIO OUT OF THE CAVITY, UNPLUG ALL CONNECTORS AND REMOVE.

FRONT PILLAR SPEAKER INSTALLATION:
NOTE: THE FACTORY SPEAKER PROVISION IS FOR A 3/4” TWEETER.
1. STARTING FROM THE TOP OF THE PILLAR TRIM Pry OUT TO RELEASE THE FASTENING CLIPS SECURING IT TO THE PILLAR AND LIFT UP TO REMOVE.
2. EXTRACT THE (2) SCREWS SECURING THE SPEAKER TO THE PILLAR, UNPLUG THE LEADS AND REMOVE.

FRONT DOOR SPEAKER INSTALLATION:
NOTE: THE FACTORY SPEAKER PROVISION IS FOR A 5 X 7” SPEAKER MOUNTED IN A FACTORY ADAPTOR.
1. USING A SMALL SCREWDRIVER REMOVE THE SCREW CAP IN THE DOOR PULL HANDLE AND EXTRACT THE SCREW BEHIND.
2. SLIDE THE DOOR PULL HANDLE BACK AND LIFT UP TO REMOVE.
3. EXTRACT THE (3) SCREWS SECURING THE DOOR PANEL TO THE DOOR BEHIND THE DOOR PULL HANDLE.
4. USING A PANEL REMOVAL TOOL CAREFULLY Pry OUT ON THE PERIMETER OF THE DOOR RELEASE HOUSING TRIM TO RELEASE AND REMOVE.
5. Pry UP ON THE WINDOW SWITCH CONTROL PANEL (WHEN EQUIPPED WITH POWER WINDOWS) WITH A PANEL REMOVAL TOOL TO RELEASE THE FASTENING CLIPS SECURING IT TO THE PANEL, UNPLUG THE SWITCHES, AND REMOVE.
6. IF THE VEHICLE IS EQUIPPED WITH MANUAL WINDOWS REMOVE THE WINDOW CRANK WITH A WINDOW CRANK REMOVAL TOOL.
7. REMOVE THE DOOR LOCK KNOB.
8. USING A PANEL REMOVAL TOOL, CAREFULLY Pry OUT ON THE PERIMETER OF THE DOOR PANEL TO RELEASE THE POP PIN FASTENERS SECURING THE PANEL TO THE DOOR, LIFT UP ON THE PANEL TO RELEASE FROM THE WINDOW LIP, UNPLUG ALL CONNECTORS AND REMOVE.
9. EXTRACT THE (4) SCREWS SECURING THE SPEAKER TO THE ADAPTOR, PULL THE SPEAKER OUT OF THE ADAPTOR, UNPLUG THE LEADS AND REMOVE THE SPEAKER.

REAR ROOF SPEAKER INSTALLATION:
NOTE: THE FACTORY SPEAKER PROVISION IS FOR A 5 X 7” SPEAKER (AND A TWEETER WHEN EQUIPPED).

5 X 7” SPEAKER:
1. CAREFULLY Pry OUT ON THE SPEAKER GRILLE WITH A PANEL REMOVAL TOOL TO RELEASE THE FASTENING CLIPS SECURING THE GRILLE TO THE HEADLINER.
2. EXTRACT THE (4) SCREWS SECURING THE SPEAKER TO THE ROOF, PULL THE SPEAKER OUT OF THE CAVITY, UNPLUG THE LEADS AND REMOVE THE SPEAKER.

TWEETER:
1. THE FACTORY TWEETER IS MOUNTED BEHIND THE HEADLINER, NO AFTERMARKET APPLICATIONS ARE RECOMMENDED DUE TO THE COMPLEX PROCEDURES REQUIRED TO ACCESS THE TWEETER.